ADDENDUM NO.1

TO: Dominic Calderisi PROJECT: 3000 Central Road Building Fire Alarm
Replacement
Rolling Meadows Park District SUBJECT: Addendum No. 1
3000 Central Road PROJECT #: 2122-A-1
Rolling Meadows, IL 60008 DATE: October 28,2022
ADDENDUM NO.1 DATE: October 28, 2022

Project: 3000 Central Road Building
Fire Alarm System Replacement
Rolling Meadows Park District

Project No.: 2122-A-1
1. PROJECT MANUAL

a. Section "Instruction To Bidders":

i.  REVISE paragraph 2 "Interpretations or Clarification of Bidding or Contract Documents” to
read.
"Any explanation desired by a Bidder regarding the meaning or interpretation of the
Bidding Documents must be requested in writing and with sufficient time allowed for a
reply to reach all prospective Bidders before the submission date. All requests for meaning
or interpretation or any question regarding clarification of the Bidding documents must be
submitted by 5:00PM, Tuesday November 1st, 2022. Requests received after that time will
not be answered. Any and all verbal interpretations given at any time during the Bidding
Period whether in person or via telephone are non-binding

Any interpretation made will be in the form of an addendum to the Bidding Documents
and will be distributed to all prospective Bidders. Its receipt by the Bidder must be
acknowledged in the space provided on the Bid Form or by letter or telegram received
before the time set for opening of the bids."

2. DRAWINGS

a. REPLACE SHEET E1.00 Fire Alarm Replacement Basement and First Floor New Work with
attached SHEET E1.00 Fire Alarm Replacement Basement and First Floor New Work
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b. REPLACE SHEET E2.00 Fire Alarm Notes Symbols and Abbreviations with attached SHEET E2.00
Fire Alarm Notes Symbols and Abbreviations.

3. Attachments:

a. SHEET E1.00 Fire Alarm Replacement Basement and First Floor New Work
b. SHEET E2.00 Fire Alarm Notes Symbols and Abbreviations.

4.  Addendum consists of (2) sheets 8.5"x11" and (2) full size sheets.

END OF ADDENDUM 1



DRAWING NOTES: (TYPICAL FOR THIS DRAWING ONLY.)
(1) EXISTING ANSUL PULL STATION TO REMANN,

@ EXISTING ANSUL SYSTEM. ANSUL SYSTEM TO BE RECONNECTED TO NEW FIRE ALARM SYSTEM. PROVIDE ALL e [ [ ]
REQUIRE LABOR, MATERIALS, PROGRAMMING REQUIRED TO MONITOR ANSUL SYSTEM. © O

@ NEW ADDRESSABLE FIRELITE FIRE ALARM CONTROL PANEL. COORDINATE WITH OWNER TO REPLACE KELTRON
RADIO TRANSMITTER AS REQUIRED. MAKE FINAL CONNECTIONS TO TRANSMITTER.
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(4) EXISTING FIRE SUPPRESSION SYSTEM BELL TO BE WIRE TO NEW FIRE ALARM SYSTEM AND TO ACTIVATE
UPON WATER FLOW.

@ PROVIDE NEW DUCT SMOKE DETECTOR COMPATIBLE WITH EXISTING FIRE ALARM SYSTEM IN RETURN SIDE OF
UNIT DUCTWORK. PROVIDE ALL WIRING, RELAYS AND PROGRAMMING TO INTEGRATE DETECTOR AND PROGRAM
UNIT SHUTDOWN UPON FIRE ALARM/DETECTOR ACTIVATION. PROVIDE ADDITIONAL RELAYS WHERE (1) DUCT
DETECTOR SERVES A COMMON RETURN FOR MULTIPLE AIR HANDLING UNITS. PROVIDE MULTIPLE RELAYS
WHERE MECHANICAL EQUIPMENT HAS MULTIPLE CONNECTIONS FOR SHUT DOWN UPON DETECTOR/FIRE ALARM
SIGNAL. VERIFY NUMBER OF RELAYS REQUIRED WITH MECHANICAL EXISTING EQUIPMENT AND EXISTING DUCT
WORK LAYOUT.

@ PROVIDE AT TOP AND BOTTOM OF SHAFT. VERIFY LOCATION OF DETECTORS IN FIELD AND LOCATE SO AS
TO NOT INTERFERE WITH ELEVATOR CAB MOVEMENT. I

(7) ADJUST LOCATION BASED ON EXISTING "PUPPET STAGE" LOCATION,

PROVIDE NEW WEATHERPROOF EXTERIOR VISUAL WIRED TO ACTIVATE UPON WATER FLOW OF FIRE e

SUPPRESSION SYSTEM.

=
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@ KEYED DUCT SMOKE TEST SWITCH MOUNTED 9" A.F.F. OR ON ACOUSTICAL CEILING. PROVIDE BACKBOXES, @
CONDUITS AND WIRING TO DUCT SMOKE DETECTOR. COORDINATE WITH MECHANICAL CONTRACTOR FOR
EXACT LOCATION. PROVIDE MACHINE MADE LABELS (P-TOUCH TYPE) ADHERED TO COVER PLATE TO
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EXISTING MAGNETIC DOOR HOLDER TO BE REWIRED TO NEW FIRE ALARM SYSTEM. PROVIDE ALL REQUIRED <

MATERIALS, PROGRAMMING, LABOR AND POWER SUPPLIES REQUIRED TO INTEGRATE EXISTING DOOR HOLDER O O
INTO NEW FIRE ALARM SYSTEM. ]
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ENERAL REMODELING NOTES (APPLICABLE TO ALL SHEETS.)

l.
2,
3.

OWNER SHALL PROVIDE ALL PERMIT FEES, COORDINATE WITH OWNER TO ARRANGE PAYMENT OF PERMIT FEES.
CONTRACTOR SHALL SUBMIT PLANS AND CALCULATIONS TO THE LOCAL AUTHORITY HAVING JURISDICTION FOR REVIEW AND APPROVAL.

WORK SHALL COMPLY WITH NFPA 72, NFPA 70, THE INTERNATIONAL BUILDING CODE 2018 AND ALL AMENDMENTS ADOPTED BY THE VILLAGE OF
ROLLING MEADOWS.

WORK SHOWN ON DRAWINGS SHALL BE CONSIDERED NEW AND IN CONTRACT UNLESS SPECIFICALLY INDICATED OTHERWISE.

DRAWINGS ARE GENERALLY DIAGRAMMATIC. ROUTING OF CONDUITS, RACEWAYS, ETC., AS SHOWN ON DRAWINGS, DOES NOT INTEND TO SHOW
EVERY RISE, DROP, OFFSET, FITTING NOR EVERY STRUCTURAL ELEMENT THAT MAY BE ENCOUNTERED DURING THE INSTALLATION OF THIS WORK.
EACH CONTRACTOR SHALL MAKE ANY REQUIRED CHANGES FROM THE GENERAL ROUTING SHOWN ON THESE DRAWINGS, SUCH AS OFFSETS, BENDS
OR CHANGES IN ELEVATION DUE TO COORDINATION WITH THE WORK OF OTHER TRADES AND BUILDING CONSTRUCTION. ALL CHANGES SHALL BE
MADE WITHOUT ADDITIONAL COST TO THE OWNER OR DELAY IN COMPLETION DATE OF THE PROJECT.

IT 1S INTENDED THAT EQUIPMENT SHALL BE LOCATED SYMMETRICALLY WITH THE ARCHITECTURAL ELEMENTS OF THE BUILDING,
NOTWITHSTANDING THE FACT THAT LOCATIONS INDICATED BY THESE DRAWINGS MAY BE DISTORTED FOR CLEARNESS OF PRESENTATION.

GENERAL POWER AND FIRE ALARM NOTES (APPLICABLE TO ALL SHEETS.)

THE MINIMUM WIRE SIZE SHALL BE 12 AWG. THE MINIMUM CONDUIT SIZE FOR HOMERUNS AND BRANCH FEEDS TO POWER OUTLETS SHALL BE
3/4", ALL POWER BRANCH CIRCUITS SHALL TERMINATE AT 20A. I-POLE CIRCUIT BREAKERS IN PANELBOARD INDICATED UNLESS OTHERWISE
NOTED.

THE CONTRACTOR SHALL PROVIDE ALL PENETRATIONS, SLEEVES AND SEALANT AS REQUIRED THROUGH PARTITIONS TO ACCOMMODATE THE
FIRE ALARM AND DATA CABLING. ANY PENETRATIONS THROUGH WALLS AND FLOORS SHALL BE PROPERLY SEALED AND TREATED TO MAINTAIN THE FIRE
STOPPING RATING OF THE WALL. CABLING SHALL NOT PENETRATE WALLS UNLESS ROUTED THROUGH RACEWAY SYSTEM OR WHEN RUN ABOVE
ACCESSIBLE CEILINGS THROUGH METALLIC CONDUIT SLEEVES, EXTENDING A MINIMUM OF 6" EACH SIDE OF THE WALL WITH PROTECTIVE END
BUSHINGS TO PREVENT DAMAGE TO CABLES. VOIDS AROUND SLEEVES SHALL BE SEALED WITH APPROPRIATE MATERIALS AS TO MAINTAIN THE
ACOUSTIC OR FIRE RATING OF WALLS ABOVE AND BELOW CEILINGS. CABLES ROUTED THROUGH VOIDS WITHOUT SLEEVES OR RACEWAYS WILL
NOT BE ACCEPTABLE.

PROVIDE PROPER FIRE STOPPING AT PENETRATIONS THROUGH RATED WALL AND/OR FLOOR CONSTRUCTION. CONTRACTOR SHALL ASSUME THAT
WALLS SEPARATING STORAGE ROOMS, MECHANICAL AND ELECTRICAL ROOMS, STAIR AND ELEVATOR SHAFTS AS WELL AS CORRIDOR WALLS
ARE RATED WALLS AND PENETRATIONS SHALL BE SEALED ACCORDINGLY. ADDITIONALLY, CONTRACTOR SHALL ASSUME THAT THE FLOOR
CONSTRUCTION IS RATED REQUIRING FIRE STOPPING AT ALL PENETRATIONS THROUGH THE FLOOR STRUCTURE. CONTACT OWNER FOR
CLARIFICATION IN FIELD AS NEEDED TO MAINTAIN PROPER RATING. REFER TO SPECIFICATIONS FOR FIRE STOPPING INFORMATION.

7. CONTRACTOR SHALL PROVIDE SLEEVES IN BEAMS, FLOORS, COLUMNS AND WALLS AS REQUIRED BY JOB SITE CONDITIONS, AND/OR AS SPECIFIED, 4.  FIRE ALARM WIRING SHALL NOT LAY ON TOP OF CEILING GRID SYSTEM, ACROSS OR THROUGH BUILDING COMPONENTS OR STRUCTURAL
WHEN INSTALLING THEIR WORK. ALL BEAMS AND COLUMNS WHICH ARE REQUIRED TO BE SLEEVED SHALL BE CUT AND REINFORCED AS REQUIRED MEMBERS. WIRING SHALL BE SUPPORTED AT INTERVALS NOT EXCEEDING 5 FEET UTILIZING J-HOOKS SUPPORTED BY STRUCTURAL MEMBERS
BY FIELD CONDITIONS AND LOCATIONS AND SIZES SHALL BE CHECKED AND APPROVED BY ARCHITECT BEFORE CONTRACTOR CUTS ANY ABOVE ACCESSIBLE CEILINGS. IN UNFINISHED AREAS AND EXPOSED STRUCTURE, FIRE ALARM CABLES SHALL BE CONTAINED IN A METALLIC
STRUCTURAL BUILDING MEMBER. RACEWAY SYSTEM WITH JUNCTION BOXES FOR DEVICE MOUNTING. WIRING AND RACEWAY SHALL BE ROUTED PARALLEL OR PERPENDICULAR TO
STRUCTURAL MEMBERS. PROVIDE SURFACE MOUNTED WIREMOLD IN ALL FINISHED SPACES. PROVIDE EMT CONDUIT IN UNFINISHED SPACES.
8. CONTRACTOR SHALL INSTALL ALL AUXILIARY SUPPORTING STEEL AS REQUIRED FOR THE SUPPORTING OF THEIR CONDUIT, EQUIPMENT, ETC. ALL
SUPPORTING STEEL FOR ITEMS ABOVE A SUSPENDED CEILING SHALL BE FROM BUILDING STRUCTURAL MEMBERS ONLY. 5. ANY NEW FIRE ALARM CABLING THAT IS NOT INSTALLED IN A RACEWAY SYSTEM SHALL BE PLENUM RATED.
9. UNLESS INDICATED OTHERWISE, THE ENGINEER MAKES NO REPRESENTATION AS TO WHETHER OR NOT ANY HAZARDOUS OR CONTAMINATED 6. WHERE PHASING OF THE PROJECT ALLOWS AND IT IS INDICATED TO REPLACE EXISTING FIRE ALARM DEVICE IN SAME LOCATION, OR OVER
MATERIALS (INCLUDING BUT NOT LIMITED TO ASBESTOS, PCB'S, CONTAMINATED SOILS, ETC.) ARE PRESENT WITHIN THE EXISTING BUILDING OR SAME OUTLET AS EXISTING (DENOTED BY "X0' ON DEMOLITION SHEETS AND "XC' ON NEW WORK PLANS), CONTRACTOR MAY UTILIZE THE
ON THE SITE. WORK SHOWN ON THE DRAWINGS AND/OR INDICATED IN THE SPECIFICATIONS SHALL NOT BE CONSTRUED TO CALL FOR CONTACT EXISTING BACKBOX AND RACEWAY IF EXISTING RACEWAY IS METALLIC AND ROUTED IN COMPLIANCE WITH THE CONTRACT DOCUMENTS AND
WITH ANY OF THESE MATERIALS. IF THESE MATERIALS ARE ENCOUNTERED OR SUSPECTED, THE CONTRACTOR SHALL NOT DISTURB THEM AND NFPA.
SHALL CONTACT THE ENGINEER IMMEDIATELY.
7. REMOVE AND REINSTALL CEILING MOUNTED DEVICES AS REQUIRED TO ALLOW INSTALLATION OF FEEDERS, BRANCH CIRCUITS, CONDUCTORS AND
10. CONTRACTOR SHALL STORE ALL MATERIALS AND EQUIPMENT SHIPPED TO THE SITE IN A PROTECTED AREA. IF MATERIAL 15 STORED OUTSIDE OF RACEWAYS MECHANICAL PIPING AND DUCT WORK. DEVICES INCLUDED BUT ARE NOT LIMITED T0), LUMINAIRES SPEAKERS, FIRE ALARM, AND
THE BUILDING, IT MUST BE STORED OFF THE GROUND A MINIMUM OF SIX INCHES (6') SET ON 6 X 6 PLANKS AND/OR WOOD PALLETS. ALL PAGING DEVICES. PROVIDE BLANK COVER PLATES PAINTED IN RED AND LABELED "FIRE ALARM' FOR JUNCTION BOXES USED AS PULL/SPLICE
MATERIAL AND EQUIPMENT MUST BE COMPLETELY COVERED WITH WATERPROOF TARPS OR VISQUIN, ALL CONDUIT WILL HAVE THE ENDS CLOSED POINTS FOR THE NEW SYSTEM.
TO KEEP OUT DIRT AND OTHER DEBRIS. NO EQUIPMENT WILL BE ALLOWED TO BE STORED ON THE SITE UNLESS IT 15 SITTING ON WOOD PLANKS
AND COMPLETELY PROTECTED WITH WEATHERPROOF COVERS. 8. PROVIDE PULL BOX(ES) BETWEEN PULL POINTS AS REQUIRED TO COMPLY WITH NEC 344.26 THAT THERE SHALL NOT BE MORE THAN THE
EQUIVALENT OF FOUR QUARTER BEND (360 DEGREE TOTAL) BETWEEN PULL POINTS.
Il. THE DRAWINGS, SCHEDULES AND SPECIFICATIONS HAVE BEEN PREPARED USING ONE MANUFACTURER FOR EACH PIECE OF EQUIPMENT AS THE
BASIS FOR DIMENSIONAL DESIGN. IF THE CONTRACTOR PURCHASES EQUIPMENT FROM A SPECIFIED ACCEPTABLE MANUFACTURER, BUT NOT THE 9. WHERE EXISTING RACEWAYS ARE REUSED, THE CONTRACTOR SHALL BE RESPONSIBLE FOR MECHANICAL INTEGRITY OF RACEWAY. CONTRACTOR
SCHEDULED MANUFACTURER USED FOR THE BASE DESIGN, THE CONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING ALL THE DIMENSIONS OF SHALL PERFORM ALL REPAIRS TO ANY REUSED EXISTING RACEWAY SO THAT RACEWAY SYSTEM IS CODE COMPLIANT. CONTRACTOR SHALL BE
THE EQUIPMENT TO VERIFY THAT IT WILL FIT IN THE SPACE SHOWN ON THE DRAWINGS. MINOR DEVIATIONS IN DIMENSIONS WILL BE PERMITTED, RESPONSIBLE TO ENSURE ANY EXISTING RACEWAY SYSTEM DOES NOT DAMAGE CONDUCTORS REQUIRED FOR FIRE ALARM SYSTEM. UNLESS
PROVIDED THE RATINGS MEET THOSE SHOWN ON THE DRAWINGS AND EQUIPMENT WILL PHYSICALLY FIT INTO THE SPACE ALLOCATED WITH SPECIFICALLY STATED IN THE DRAWINGS, ALL RACEWAYS TO CONTAIN NEW FIRE ALARM CABLES ARE CONSIDERED NEW. WHERE CONTRACTOR
SUITABLE ACCESS AROUND EQUIPMENT FOR OPERATION AND MAINTENANCE OF THE EQUIPMENT. WHEN EQUIPMENT SUBMITTED FOR REVIEW DOES ELECTS TO REUSE EXISTING RACEWAY, THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE REUSED RACEWAY SYSTEM AND WARRANTY
NOT MEET THE PHYSICAL SIZE OR ARRANGEMENT OF THAT SCHEDULED AND SPECIFIED, CONTRACTOR SHALL PAY FOR ALL ALTERATIONS AS NEW.
REQUIRED TO ACCOMMODATE SUCH EQUIPMENT AT NO ADDITIONAL COST TO THE OWNER. CONTRACTOR WILL ALSO PAY ALL COSTS FOR
ADDITIONAL WORK REQUIRED BY OTHER CONTRACTORS, OWNER, ARCHITECT OR ENGINEER TO MAKE CHANGES WHICH WOULD ALLOW THE 10. SPECIAL ATTENTION SHALL BE PAID TO ALL CONDUIT ROUTING IN OPEN CEILING SPACE FOR AESTHETIC PURPOSES. ALL EXPOSED CONDUITS
EQUIPMENT TO FIT IN THE SPACE AND FUNCTION AS INTENDED. SHALL BE ROUTED PERPENDICULAR AND PARALLEL TO BUILDING LINES AND TIGHT TO CEILING/STRUCTURAL CORNERS. WHERE THIS IS NOT
FEASIBLE, SUBMIT CONDUIT ROUTING PLAN TO ARCHITECT/ENGINEER FOR APPROVAL PRIOR TO INSTALLATION.
12. CONTRACTOR SHALL BE RESPONSIBLE AND PAY FOR ALL CORING, CUTTING, PATCHING, REPAIRING, REFINISHING AND REMOVAL/REPLACEMENT OF
NEW OR EXISTING BUILDING CONSTRUCTION REQUIRED TO ACCOMMODATE THE INSTALLATION OR REMOVAL OF THEIR WORK. REMOVE, STORE AND Il.  WHEN UTILIZING EXISTING ELECTRICAL SPACES OR SPARES, CONTRACTOR SHALL PROVIDE DEDICATED NEUTRAL FOR EACH BRANCH CIRCUIT
REINSTALL CEILING TILES AS REQUIRED TO INSTALL WORK ABOVE EXISTING CEILINGS WHICH REMAIN, REPLACE TILES AND TRACK BROKEN OR UNLESS HANDLE TIES ARE UTILIZED TO MEET THE REQUIREMENTS OF ARTICLE 210.4 (B).
DAMAGED DURING CONSTRUCTION. PATCH ANY DRYWALL CEILINGS OPENED OR DAMAGED DURING CONSTRUCTION. ALL PATCHING, REPAIRING AND
REFINISHING WORK SHALL BE PERFORMED BY THOSE REGULARLY INVOLVED IN THAT TRADE AND SHALL MATCH THE ADJACENT CONSTRUCTION 2. LOCATE NOTIFICATION APPLIANCE CIRCUIT (NAC) PANELS IN SERVICE SPACES SUCH AS JANITOR/STORAGE CLOSET OR MECHANICAL/ELECTRICAL
AS CLOSELY AS POSSIBLE. CARE SHALL BE TAKEN S0 AS NOT TO DAMAGE ANY EXISTING BUILDING CONSTRUCTION OR ITEMS THAT ARE TO ROOMS. PROVIDE A SMOKE DETECTOR IN THE ROOM EACH NAC PANEL IS INSTALLED IF SMOKE DETECTOR 15 NOT SHOWN ON PLANS.
REMAIN. ANY EXISTING FINISHES THAT ARE DAMAGED DURING THE INSTALLATION OF NEW WORK OR REMOVAL OF EXISTING WORK SHALL BE
REPAIRED, REPLACED AND PAID FOR BY THE INSTALLING CONTRACTOR, TO THE SATISFACTION OF THE ARCHITECT AND OWNER. IT IS THIS 13. PROVIDE A DEDICATED 120V. 20A BRANCH CIRCUIT TO EACH NAC PANEL, FIRE ALARM CONTROL PANEL, OR ANY OTHER POWER SUPPLY
CONTRACTORS RESPONSIBILITY TO DOCUMENT ANY EXISTING DAMAGED CEILING TILES OR COMPONENTS PRIOR TO CONSTRUCTION AND/OR REQUIRED FOR THE COMPLETION OF FIRE ALARM SYSTEM. PROVIDE CIRCUIT FROM THE NEAREST ELECTRICAL PANEL WITH SPARE
DEMOLITION, SPACE/CAPACITY. PROVIDE 20A-IP CIRCUIT BREAKER OF TYPE TO MATCH EXISTING PANEL WITH ACCESSORY TO LOCK FIRE ALARM CIRCUIT
BREAKER IN THE "ON' POSITION. PROVIDE UPDATED PANELBOARD DIRECTORY TO REFLECT ANY CHANGES.
3. WHERE EXISTING DEVICE 15 REMOVED FROM WALL WITH NO NEW DEVICE GOING BACK AT SAME LOCATION, PROVIDE BLANK COVER PLATE AS
REQUIRED AND PAINT. COVER PLATE SHALL BE OR PROPER SIZE AND FLUSH WITH WALL. 14, VERIFY EXACT CIRCUIT NUMBER TO BE UTILIZED IN FIELD. CONTRACTOR SHALL PROVIDE ACTUAL CIRCUITING AS PART OF "AS BUILT"
DRAWINGS. PROVIDE UPDATED PANELBOARD SCHEDULES IN PANELS AFFECTED BY THIS PROJECT.
|4, WHERE EXISTING DEVICE 15 REMOVED FROM SUSPENDED CEILING WITH NO NEW DEVICE GOING BACK AT SAME LOCATION, CONTRACTOR SHALL
REPLACE WITH NEW CEILING TILE. I5. ROOM NAMES AND NUMBERS ARE SHOWN ON THE DRAWINGS FOR REFERENCES ONLY. CONTRACTOR SHALL FIELD VERIFY AND OBTAIN EXACT
ROOM NAMES AND NUMBERS TO BE UTILIZED FOR PROGRAMMING AND ALL CLOSEOUT DOCUMENTS.
I6. EACH INITIATING DEVICE SHALL BE PROVIDED WITH A VISIBLE LABEL TO INCLUDE THE DEVICE ADDRESS NUMBER.
GENERAL DEMOLITION PLAN NOTES (APPLICABLE TO ALL SHEETS.)
. EXISTING FIRE ALARM SYSTEM SHALL REMAIN IN SERVICE AND OPERABLE DURING INSTALLATION OF NEW FIRE ALARM SYSTEM. THE OCCUPIED I7. ADJUST LOCATION OF SMOKE/HEAT DETECTORS A MINIMUM OF 3 FEET AWAY FROM HVAC DIFFUSERS.
AREA OF THE BUILDING SHALL NOT BE LEFT UNPROTECTED AT ANY TIME WITHOUT NOTIFYING THE OWNER OR LOCAL AUTHORITY HAVING
JURISDICTION AND PROVIDING ADVANCE NOTICE. THE EXISTING FIRE ALARM SYSTEM SHALL NOT BE DISABLED OR REMOVED UNTIL THE NEW FIRE 18. CONTRACTOR SHALL PROVIDE ALL REQUIRED COMPONENT FOR AN OPERABLE FIRE ALARM SYSTEM, INCLUDING BUT NOT LIMITED TO NAC
ALARM SYSTEM HAS BEEN COMPLETELY TESTED, CERTIFIED AND FULLY OPERATIONAL. PORTIONS OF EXISTING SYSTEM TO BE INTEGRATED INTO PANELS, AMPLIFIERS, BATTERY CABINETS, ETC.
NEW SYSTEM SHALL BE PHASED SUCH THAT NO AREA IS LEFT UNPROTECTED. CONTRACTOR SHALL HIRE AN AUTHORIZED PERSONNEL TO
WATCH/GUARD ANY UNPROTECTED AREAS OF THE BUILDING WHERE NECESSARY. 1[9. PROVIDE NEW PROGRAMMABLE RELAYS TO ACTUATE EXISTING DOOR HOLD OPEN DEVICES. FIELD VERIFY VOLTAGE REQUIREMENTS FOR EACH
EXISTING HOLD OPEN DEVICE TO BE REPLACED AND PROVIDE RELAY WITH APPROPRIATE VOLTAGE CHARACTERISTICS.
2. IT 1S THE INTENT OF THE ELECTRICAL DEMOLITION DRAWING(S) TO INDICATE AREAS IN WHICH ELECTRICAL EQUIPMENT, CONDUIT, DEVICES, ETC.
NEED TO BE REMOVED, RELOCATED OR MODIFIED BY THIS CONTRACTOR TO ALLOW FOR THE RENOVATION PHASE OF CONSTRUCTION. THE 20. CONTRACTOR SHALL PREPARE A SET OF ENGINEERED SHOP DRAWINGS TO SUBMIT FOR REVIEN AND APPROVAL BY THE LOCAL FIRE
ELECTRICAL DEMOLITION PLAN IS FOR REFERENCE PURPOSES ONLY AND IT 15 NOT INTENDED TO BE THE SOLE SOURCE OF EXISTING CONDITIONS. DEPARTMENT. CONTRACTOR SHALL PROVIDE ALL PLANS, CALCULATIONS, PRODUCT DATA AND ALL OTHER SUPPORTING DOCUMENTATION
REQUIRED FOR ALL WORK ASSOCIATED WITH THE FIRE ALARM SYSTEM.
3, EXISTING FIRE ALARM SYSTEM LOCATIONS SHOWN WERE OBTAINED FROM EXISTING DRAWINGS AND CURSORY FIELD OBSERVATION. ALL FIRE
ALARM DEVICES MAY NOT BE SHOWN. IT SHALL BE CONTRACTOR'S RESPONSIBILITY TO PROVIDE COMPLETE REMOVAL OF THE EXISTING SYSTEM. 2. ALL FIRE ALARM CONDUCTORS SHALL BE NEW UNLESS OTHERWISE NOTED.
4. REMOVE ALL UNUSED CABLES AND EMPTY CONDUITS BACK TO THE SOURCE. INACCESSIBLE CONDUITS MAY BE ABANDONED IN PLACE. 22. ALL EXPOSED CONDUIT SHALL BE PAINTED TO MATCH SURROUNDING FINISHES.
5. ALL REMOVED EQUIPMENT SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE REMOVED FROM THE SITE. WHERE WORK 23. CARBON MONOXIDE DETECTION SYSTEMS OR CARBON MONOXIDE DETECTORS INSTALLED TO ACHIEVE COMPLIANCE WITH THE SCHOOL CODE AND
INVOLVES THE REMOVAL OF CLOTH INSULATED CONDUCTORS, THEY SHALL BE PROPERLY HANDLED AND REMOVED FROM SITE BY APPROVED THIS PART SHALL BE MONITORED BY THE BUILDING FIRE ALARM SYSTEM AND PERMANENTLY POWERED BY THE BUILDING'S ELECTRICAL
METHODS PER EPA REGULATIONS. SYSTEM.
24.  CARBON MONOXIDE DETECTION SYSTEMS AND ITS COMPONENTS SHALL BE LISTED BY UL FOR THE PURPOSE FOR WHICH IT IS USED AND MUST
BE CROSS-LISTED BY UL WITH THE PANEL TO WHICH IT 15 CONNECTED. CARBON MONOXIDE DETECTORS SHALL BE LISTED IN ACCORDANCE WITH
UL 2075. COMBINED CARBON MONOXIDE AND SMOKE DETECTORS INSTALLED IN CARBON MONOXIDE DETECTION SYSTEMS SHALL BE LISTED IN
ACCORDANCE WITH UL 2075 AND UL 268.
25. CARBON MONOXIDE DETECTION SYSTEM OR CARBON MONOXIDE DETECTOR COMPONENTS SHALL BE INSTALLED AND MAINTAINED IN ACCORDANCE
WITH THE MANUFACTURER'S PUBLISHED INSTRUCTIONS AND NFPA 720.
2. ALL CARBON MONOXIDE DETECTION SYSTEMS AND CARBON MONOXIDE DETECTORS SHALL HAVE AN AUDIBLE ALARM SIGNAL THAT 15
DISTINCTIVE FROM OTHER ALARM SIGNALS AND 1S A FOUR PULSE TEMPORAL PATTERN AS PRESCRIBED IN NFPA 720.
7 A\
( NOTE 27. CARBON MONOXIDE DETECTION SYSTEMS OR CARBON MONOXIDE DETECTORS SHALL HAVE OCCUPANT NOTIFICATION THROUGHOUT THE BUILDING,
— EXCEPT WHERE THE SIGNAL 15 TRANSMITTED TO A CONSTANTLY ATTENDED LOCATION ON-PREMISE OR OFF-PREMISE WHERE RESPONSE ACTION
INCIDENTAL WORK MAY ALSO BE NECESSARY DUE TO CHANGES CAN BE TAKEN. THE OCCUPANT NOTIFICATION ZONE MAY BE LIMITED TO THE AREA WHERE THE CARBON MONOXIDE ALARM SIGNAL WAS
AFFECTING, FIRE ALARM, ELECTRICAL, OR OTHER SYSTEMS. SUCH INITIATED. SIGNALS FROM CARBON MONOXIDE DETECTION SYSTEMS AND CARBON MONOXIDE DETECTORS TRANSMITTED TO A FIRE ALARM
INCIDENTAL WORK 15 ALSO PART OF THIS CONTRACT. INSPECT SYSTEM SHALL NOT TRANSMIT A FIRE ALARM SIGNAL. DETECTORS SHALL INITIATE A ALERT AT THE MAIN FIRE ALARM CONTROL PANEL AND
THOSE AREAS, ASCERTAIN WORK NEEDED, AND DO THAT WORK IN FIRE ALARM ANNUNCIATOR PANEL.
ACCORD WITH THE CONTRACT REQUIREMENTS, AT NO ADDITIONAL
COST. THE REMOVAL ¢ REINSTALLATION OF EXISTING WORK TO - N
ACCOMMODATE CHANGES TO EXISTING, OR INSTALLATION OF, NOTE
%ELECTRICAL’ OTHER STSTEMS 15 ALSO PART OF THIS CONTRACT'# PROVIDE STI STOPPER Il POLY CARBONATE TAMPER COVER WITH
PEIZO SOUNDER ALARM ON EVERY FIRE ALARM PULL STATION FOR
7 N THIS PROJECT NOTED WITH 'G".
NOTE X -
LOCATIONS OF DUCT SMOKE DETECTORS SHOWN ON PLAN ARE
APPROXIMATE AND BASED ON EXISTING DRAWINGS AND CURSORY || (7 NOTE A\
OBSERVATIONS. CONTRACTOR SHALL VERIFY LOCATION OF NVIEC
EXISTING DUCT DETECTORS IN FIELD AND INSTALL NEW DETECTOR FIRE ALARM CABLES IN OPEN CEILING SPACES, SUCH AS BUT NOT
AS CLOSE AS POSSIBLE TO EXISTING DETECTOR LOCATION. LIMITED TO STORAGE ROOMS, MECHANICAL ROOMS, STAGES, BACK
\ ) || OF HOUSE AREAS SHALL BE ROUTED AS HIGH AS POSSIBLE IN
CONDUIT SYSTEMS AND SUPPORTED PER NEC REQUIREMENTS.
> p N CONDUITS SHALL BE ROUTED AND/OR PERPENDICULAR TO
= ( NOTE \ || STRUCTURAL MEMBERS.
N — = \U Y,
L PROVIDE 120V CONNECTION TO ANY FIRE ALARM COMPONENTS
= FROM LOCAL 208/120V PANEL FOR REMOTE AMPLIFIERS AND
g FIRE ALARM NOTIFICATION APPLIANCE CIRCUIT (NAC) PANELS. NOTE
S NAC PANEL LAYOUTS ARE DEPENDENT ON FIRE ALARM — =
< MANUFACTURE FINAL LAYOUT AND BATTERY CALCULATIONS AND PROVIDE PERMANENT RUBBER DUCT TEST HOLE AIR STOP
o ARE NOT SHOWN ON PLANS. PROVIDE CIRCUIT BREAKER LOCK WHERE REMOVING SAMPLING TUBES FROM DEMOLISHED DUCT
S \ACCESSORIES TO LOCK BREAKER IN "ON' POSITION. )\ DETECTORS. SCREW HOLES SHALL BE SEALED WITH FOIL TAPE,
Ll
= Va A\
= a N (7 A
o NOTE NOTE TOUCH UP PAINTING AND PA:JCSNZEQEQUIRED BY REMOVAL OF
(074
é PROVIDE A ADDITIONAL SMOKE DETECTOR OVER ANY FIRE CONTRACTOR TO REPLACE ALL CEILING TILES WHERE EXISTING EXISTING DEVICE WILL BE BY CONTRACTOR. CONTRACTOR
o ALARM NOTIFICATION APPLIANCE CIRCUIT (NAC) PANELS. NAC DEVICES ARE REMOVED. CONTRACTOR SHALL PROVIDE TILES. SHALL BE RESPONSIBLE TO REPAIR ANY FINISHES DAMAGED
3
3 PANEL LAYOUTS ARE DEPENDENT ON FIRE ALARM MANUFACTURE 2X4 TILES SHALL BE ARMSTRONG #933
> DURING THE COURSE OF THE PROJECT NOT RESULTING FROM
b SHOWN ON PLANS. PROVIDE SAMPLES TO OWNER FOR APPROVAL PRIOR TO
= FIRE ALARM RACEWAY. SUBMIT PAINT SAMPLES TO OWNER FOR
PN INSTALLING REPLACEMENT TILES. APPROVAL
~ & 7\ ZAR\ : Y,
"
=

ELECTRICAL SYMBOL LIST (NOTE: NOT ALL SYMBOLS ARE USED ON THIS PROJECT.)
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ELECTRICAL ABBREVIATIONS

CIRCUIT BREAKER PANELBOARD.

DISTRIBUTION PANEL.

ELECTRICAL DEVICE MOUNTED ON SURFACE RACEWAY, WIREMOLD V700 UNLESS INDICATED OTHERWISE.

SURFACE MOUNTED (EXPOSED) CONDUIT, BACKBOX FOR DEVICE AS SHOWN.

CONDUIT ROUTED CONCEALED IN WALLS AND CEILING. HASH MARKS DENOTE QUANTITY OF #12 XC

MINIMUM AWG CONDUCTORS OR AS NOTED.

CONDUIT ROUTED EXPOSED. INSTALL PARALLEL TO WALLS AND CEILINGS. HASH MARKS DENOTE

QUANTITY OF #12 MINIMUM AWG CONDUCTORS OR AS NOTED.

CONDUIT ROUTED BELOW GRADE. HASH MARK DENOTES QUANTITY OF #12 MINIMUM AWG
CONDUCTORS OR AS NOTED.

DENOTES CONDUIT HOMERUN, 3/4" MINIMUM, PANEL DESTINATION AND CIRCUIT NUMBER(S) AS

/V§INDICATED.

LONG TICK MARK DENOTES NEUTRAL CONDUCTOR, #10 AWG MINIMUM.

SHORT TICK MARK DENOTES LINE (HOT) OR SWITCH LEG CONDUCTOR, #12 MINIMUM AWG. XA

DENOTES INSULATED GROUND WIRE, #12 AWG MINIMUM.

CONDUIT END CAP.

DEMOLITION SYMBOLS

SYMBOL | DESCRIPTION

R EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO BE REMOVED.

X EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO REMAIN.

EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO BE REMOVED AND
JUNCTION BOX CAPPED OR REUSED AS REQUIRED.

X0 NEW ELECTRICAL EQUIPMENT INSTALLED OVER EXISTING OUTLET.

yRR | EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO BE REMOVED,
RELOCATED AND JUNCTION BOX REMOVED OR CAPPED AS REQUIRED.

XR EXISTING ELECTRICAL EQUIPMENT OR OUTLET RELOCATED (NEW LOCATION).

yRT | EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO BE TEMPORARILY
REMOVED AND REINSTALLED IN SAME LOCATION.

EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO BE ABANDONED.

XM EXISTING ELECTRICAL EQUIPMENT OR OUTLET TO BE MODIFIED.

XW EXISTING ELECTRICAL EQUIPMENT TO BE REWIRED.

NOTE: NOT ALL SYMBOLS MAY BE USED.

CONDUIT WALL SLEEVES FOR ROUTING OF LOW VOLTAGE CABLING. EACH PENETRATION IS TO
PROVIDE A MINIMUM OF (1) 1 I/4" CONDUIT (DATA), (1) I* CONDUIT (FIRE ALARM/INTERCOM) UN.O.

FIRE ALARM SYSTEM PULL STATION INSTALLED 48" AF.F. ALL PULL STATIONS SHALL BE

EQUIPPED WITH VANDAL SHIELD WITH ALARM. STI STOPPER I

FIRE ALARM SYSTEM STROBE NOTIFICATION DEVICE INSTALLED 80" AFF.
- "WG" DENOTES WIRE GUARD.

FIRE ALARM SYSTEM HORN/STROBE NOTIFICATION DEVICE INSTALLED 80" AF.F.

- "WG" DENOTES WIRE GUARD.

FIRE ALARM SYSTEM CEILING MOUNTED SMOKE DETECTOR.
- "WG" DENOTES WIRE GUARD.

FIRE ALARM SYSTEM CEILING MOUNTED HEAT DETECTOR.
- "WG" DENOTES WIRE GUARD.

FIRE ALARM SYSTEM STROBE NOTIFICATION DEVICE, CEILING MOUNTED.

- "WG" DENOTES WIRE GUARD.

FIRE ALARM SYSTEM HORN NOTIFICATION DEVICE, CEILING MOUNTED.

- "WG" DENOTES WIRE GUARD.

FIRE ALARM SYSTEM HORN/STROBE NOTIFICATION DEVICE, CEILING MOUNTED.
- "WG" DENOTES WIRE GUARD.

FIRE ALARM CONTROL PANEL.

FIRE ALARM ANNUNCIATOR PANEL.

FIRE ALARM NOTIFICATION APPLIANCE CIRCUIT PANEL.
FIRE ALARM SYSTEM DUCT SMOKE DETECTOR.
FIRE ALARM VALVE SUPERVISORY SWITCH.

WATER FLOW SWITCH,

TAMPER SWITCH.
PRESSURE SWITCH.

SPRINKLER SYSTEM LOW PRESSURE ALARM SWITCH.

INDIVIDUAL ADDRESSABLE MODULE.
ZONE ADAPTER MODULE.
MAGNETIC DOOR HOLDER.

FIRE ALARM BELL.

CEILING TYPE SYMBOLS LEGEND

SYMBOL | DESCRIPTION

AS REQUIRED. PROVIDE ACCESS TO JUNCTION BOXES.

@® GYPSUM/PLASTER CEILING - FISH CABLES ABOVE CEILING IN FLEXABLE
METAL CONDUIT ROUTE CONDUIT ABOVE CEILING CUT AND PATCH CEILING

O LAY-IN CEILING - ROUTE CABLES ABOVE CEILING -
REPLACE TILES DAMAGED DURING CONSTRUCTION

@ OPEN STRUCTURE CEILING - PROVIDE CONDUIT TO
CONCEAL CABLE, PAINT TO MATCH SURROUNDING SURFACES

© CONCRETE CEILING - PROVIDE CONDUIT TO CONCEAL CABLE,.
PAINT TO MATCH SURROUNDING SURFACES.

NOTE: CEILING TYPES ARE INDICATED FOR REFERENCE ONLY, FIELD VERIFY AVAILABLE

ACCESS AND REQUIREMENTS.

FIRE ALARM SYSTEM DUCT SMOKE DETECTOR KEY OPERATED TEST SWITCH WITH INDICATING LIGHT,

WALL OR CEILING MOUNTED.

FIRE ALARM SYSTEM DUCT CARBON MONOXIDE DETECTOR.

FIRE ALARM SYSTEM DUCT CARBON MONOXIDE DETECTOR KEY OPERATED TEST SWITCH WITH
INDICATING LIGHT, WALL OR CEILING MOUNTED.

CEILING CARBON MONOXIDE DETECTOR WITH INTEGRAL SOUND ALARM. PROVIDE MONITOR MODULE TO
INTEGRATE INTO FIRE ALARM SYSTEM. SYSTEM SENSOR #C0I224TR OR EQUAL. COMBINATION
SMOKE/CARBON MONOXIDE DETECTORS WITH SOUNDER BASES ARE ACCEPTABLE SUBSTITUTES IF LISTED

TO UL2075 AND UL268.

- "WG" DENOTES WIRE GUARD.

AFF.
C
C/B
DIA.
E.C.
FLA
GFl

ABOVE FINISH FLOOR
CONDUIT

CIRCUIT BREAKER
DIAMETER

ELECTRICAL CONTRACTOR
FULL LOAD AMPS

GROUND FAULT
CIRCUIT INTERRUPTER

HP
MCA
MCB
VA
W
WG
WP

HORSEPOWER

MINIMUM CIRCUIT AMPS
MAIN CIRCUIT BREAKER
VOLT - AMPERES
WATTS OR WIRE

WIRE GUARD

WEATHER PROOF

MLO
MOCP

SINGLE POLE
THREE POLE
PHASE

MAIN LUGS ONLY

MAXIMUM OVERCURRENT
PROTECTION

VOLTS

ROLLING MEADOWS
PARK DISTRICT
FIRE ALARM
REPLACEMENT
PARK CENTRAL BUILDING

3000 CENTRAL ROAD
ROLLING MEADOWS, IL 60008
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%%UGENERAL POWER AND FIRE ALARM NOTES
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1. THE MINIMUM WIRE SIZE SHALL BE 12 AWG. THE MINIMUM CONDUIT SIZE FOR HOMERUNS AND BRANCH FEEDS TO POWER OUTLETS SHALL BE THE MINIMUM WIRE SIZE SHALL BE 12 AWG. THE MINIMUM CONDUIT SIZE FOR HOMERUNS AND BRANCH FEEDS TO POWER OUTLETS SHALL BE 3/4". ALL POWER BRANCH CIRCUITS SHALL TERMINATE AT 20A. 1-POLE CIRCUIT BREAKERS IN PANELBOARD INDICATED UNLESS OTHERWISE NOTED. 2. THE CONTRACTOR SHALL PROVIDE ALL PENETRATIONS, SLEEVES AND SEALANT AS REQUIRED THROUGH PARTITIONS TO ACCOMMODATE THE THE CONTRACTOR SHALL PROVIDE ALL PENETRATIONS, SLEEVES AND SEALANT AS REQUIRED THROUGH PARTITIONS TO ACCOMMODATE THE FIRE ALARM AND DATA CABLING. ANY PENETRATIONS THROUGH WALLS AND FLOORS SHALL BE PROPERLY SEALED AND TREATED TO MAINTAIN THE FIRE ANY PENETRATIONS THROUGH WALLS AND FLOORS SHALL BE PROPERLY SEALED AND TREATED TO MAINTAIN THE FIRE STOPPING RATING OF THE WALL. CABLING SHALL NOT PENETRATE WALLS UNLESS ROUTED THROUGH RACEWAY SYSTEM OR WHEN RUN ABOVE  CABLING SHALL NOT PENETRATE WALLS UNLESS ROUTED THROUGH RACEWAY SYSTEM OR WHEN RUN ABOVE ACCESSIBLE CEILINGS THROUGH METALLIC CONDUIT SLEEVES, EXTENDING A MINIMUM OF 6" EACH SIDE OF THE WALL WITH PROTECTIVE END BUSHINGS TO PREVENT DAMAGE TO CABLES. VOIDS AROUND SLEEVES SHALL BE SEALED WITH APPROPRIATE MATERIALS AS TO MAINTAIN THE ACOUSTIC OR FIRE RATING OF WALLS ABOVE AND BELOW CEILINGS. CABLES ROUTED THROUGH VOIDS WITHOUT SLEEVES OR RACEWAYS WILL SLEEVES OR RACEWAYS WILL NOT BE ACCEPTABLE. 3. PROVIDE PROPER FIRE STOPPING AT PENETRATIONS THROUGH RATED WALL AND/OR FLOOR CONSTRUCTION.  CONTRACTOR SHALL ASSUME THAT PROVIDE PROPER FIRE STOPPING AT PENETRATIONS THROUGH RATED WALL AND/OR FLOOR CONSTRUCTION.  CONTRACTOR SHALL ASSUME THAT CONTRACTOR SHALL ASSUME THAT WALLS SEPARATING STORAGE ROOMS, MECHANICAL AND ELECTRICAL ROOMS, STAIR AND ELEVATOR SHAFTS AS WELL AS CORRIDOR WALLS ARE RATED WALLS AND PENETRATIONS SHALL BE SEALED ACCORDINGLY.  ADDITIONALLY, CONTRACTOR SHALL ASSUME THAT THE FLOOR ADDITIONALLY, CONTRACTOR SHALL ASSUME THAT THE FLOOR CONSTRUCTION IS RATED REQUIRING FIRE STOPPING AT ALL PENETRATIONS THROUGH THE FLOOR STRUCTURE.  CONTACT OWNER FOR CONTACT OWNER FOR CLARIFICATION IN FIELD AS NEEDED TO MAINTAIN PROPER RATING.  REFER TO SPECIFICATIONS FOR FIRE STOPPING INFORMATION. REFER TO SPECIFICATIONS FOR FIRE STOPPING INFORMATION. 4. FIRE ALARM WIRING SHALL NOT LAY ON TOP OF CEILING GRID SYSTEM, ACROSS OR THROUGH BUILDING COMPONENTS OR STRUCTURAL FIRE ALARM WIRING SHALL NOT LAY ON TOP OF CEILING GRID SYSTEM, ACROSS OR THROUGH BUILDING COMPONENTS OR STRUCTURAL MEMBERS. WIRING SHALL BE SUPPORTED AT INTERVALS NOT EXCEEDING 5 FEET UTILIZING J-HOOKS SUPPORTED BY STRUCTURAL MEMBERS ABOVE ACCESSIBLE CEILINGS. IN UNFINISHED AREAS AND EXPOSED STRUCTURE, FIRE ALARM CABLES SHALL BE CONTAINED IN A METALLIC RACEWAY SYSTEM WITH JUNCTION BOXES FOR DEVICE MOUNTING. WIRING AND RACEWAY SHALL BE ROUTED PARALLEL OR PERPENDICULAR TO STRUCTURAL MEMBERS. PROVIDE SURFACE MOUNTED WIREMOLD IN ALL FINISHED SPACES. PROVIDE EMT CONDUIT IN UNFINISHED SPACES. 5. ANY NEW FIRE ALARM CABLING THAT IS NOT INSTALLED IN A RACEWAY SYSTEM SHALL BE PLENUM RATED. ANY NEW FIRE ALARM CABLING THAT IS NOT INSTALLED IN A RACEWAY SYSTEM SHALL BE PLENUM RATED. 6. WHERE PHASING OF THE PROJECT ALLOWS AND IT IS INDICATED TO REPLACE EXISTING FIRE ALARM DEVICE IN SAME LOCATION, OR OVER WHERE PHASING OF THE PROJECT ALLOWS AND IT IS INDICATED TO REPLACE EXISTING FIRE ALARM DEVICE IN SAME LOCATION, OR OVER SAME OUTLET AS EXISTING (DENOTED BY "XO" ON DEMOLITION SHEETS AND "XC" ON NEW WORK PLANS), CONTRACTOR MAY UTILIZE THE EXISTING BACKBOX AND RACEWAY IF EXISTING RACEWAY IS METALLIC AND ROUTED IN COMPLIANCE WITH THE CONTRACT DOCUMENTS AND NFPA.  7. REMOVE AND REINSTALL CEILING MOUNTED DEVICES AS REQUIRED TO ALLOW INSTALLATION OF FEEDERS, BRANCH CIRCUITS, CONDUCTORS AND REMOVE AND REINSTALL CEILING MOUNTED DEVICES AS REQUIRED TO ALLOW INSTALLATION OF FEEDERS, BRANCH CIRCUITS, CONDUCTORS AND RACEWAYS MECHANICAL PIPING AND DUCT WORK. DEVICES INCLUDED BUT ARE NOT LIMITED TO, LUMINAIRES, SPEAKERS, FIRE ALARM, AND PAGING DEVICES. PROVIDE BLANK COVER PLATES PAINTED IN RED AND LABELED "FIRE ALARM" FOR JUNCTION BOXES USED AS PULL/SPLICE POINTS FOR THE NEW SYSTEM. 8. PROVIDE PULL BOX(ES) BETWEEN PULL POINTS AS REQUIRED TO COMPLY WITH NEC 344.26 THAT THERE SHALL NOT BE MORE THAN THE PROVIDE PULL BOX(ES) BETWEEN PULL POINTS AS REQUIRED TO COMPLY WITH NEC 344.26 THAT THERE SHALL NOT BE MORE THAN THE EQUIVALENT OF FOUR QUARTER BEND (360 DEGREE TOTAL) BETWEEN PULL POINTS. 9. WHERE EXISTING RACEWAYS ARE REUSED, THE CONTRACTOR SHALL BE RESPONSIBLE FOR MECHANICAL INTEGRITY OF RACEWAY. CONTRACTOR WHERE EXISTING RACEWAYS ARE REUSED, THE CONTRACTOR SHALL BE RESPONSIBLE FOR MECHANICAL INTEGRITY OF RACEWAY. CONTRACTOR SHALL PERFORM ALL REPAIRS TO ANY REUSED EXISTING RACEWAY SO THAT RACEWAY SYSTEM IS CODE COMPLIANT. CONTRACTOR SHALL BE RESPONSIBLE TO ENSURE ANY EXISTING RACEWAY SYSTEM DOES NOT DAMAGE CONDUCTORS REQUIRED FOR FIRE ALARM SYSTEM. UNLESS SPECIFICALLY STATED IN THE DRAWINGS, ALL RACEWAYS TO CONTAIN NEW FIRE ALARM CABLES ARE CONSIDERED NEW.  WHERE CONTRACTOR ELECTS TO REUSE EXISTING RACEWAY, THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR THE REUSED RACEWAY SYSTEM AND WARRANTY AS NEW. 10. SPECIAL ATTENTION SHALL BE PAID TO ALL CONDUIT ROUTING IN OPEN CEILING SPACE FOR AESTHETIC PURPOSES. ALL EXPOSED CONDUITS SPECIAL ATTENTION SHALL BE PAID TO ALL CONDUIT ROUTING IN OPEN CEILING SPACE FOR AESTHETIC PURPOSES. ALL EXPOSED CONDUITS SHALL BE ROUTED PERPENDICULAR AND PARALLEL TO BUILDING LINES AND TIGHT TO CEILING/STRUCTURAL CORNERS. WHERE THIS IS NOT FEASIBLE, SUBMIT CONDUIT ROUTING PLAN TO ARCHITECT/ENGINEER FOR APPROVAL PRIOR TO INSTALLATION. 11. WHEN UTILIZING EXISTING ELECTRICAL SPACES OR SPARES, CONTRACTOR SHALL PROVIDE DEDICATED NEUTRAL FOR EACH BRANCH CIRCUIT WHEN UTILIZING EXISTING ELECTRICAL SPACES OR SPARES, CONTRACTOR SHALL PROVIDE DEDICATED NEUTRAL FOR EACH BRANCH CIRCUIT UNLESS HANDLE TIES ARE UTILIZED TO MEET THE REQUIREMENTS OF ARTICLE 210.4 (B). 12. LOCATE NOTIFICATION APPLIANCE CIRCUIT (NAC) PANELS IN SERVICE SPACES SUCH AS JANITOR/STORAGE CLOSET OR MECHANICAL/ELECTRICAL LOCATE NOTIFICATION APPLIANCE CIRCUIT (NAC) PANELS IN SERVICE SPACES SUCH AS JANITOR/STORAGE CLOSET OR MECHANICAL/ELECTRICAL ROOMS. PROVIDE A SMOKE DETECTOR IN THE ROOM EACH NAC PANEL IS INSTALLED IF SMOKE DETECTOR IS NOT SHOWN ON PLANS. 13. PROVIDE A DEDICATED 120V. 20A BRANCH CIRCUIT TO EACH NAC PANEL, FIRE ALARM CONTROL PANEL, OR ANY OTHER POWER SUPPLY PROVIDE A DEDICATED 120V. 20A BRANCH CIRCUIT TO EACH NAC PANEL, FIRE ALARM CONTROL PANEL, OR ANY OTHER POWER SUPPLY REQUIRED FOR THE COMPLETION OF FIRE ALARM SYSTEM. PROVIDE CIRCUIT FROM THE NEAREST ELECTRICAL PANEL WITH SPARE SPACE/CAPACITY. PROVIDE 20A-1P CIRCUIT BREAKER OF TYPE TO MATCH EXISTING PANEL WITH ACCESSORY TO LOCK FIRE ALARM CIRCUIT BREAKER IN THE "ON" POSITION. PROVIDE UPDATED PANELBOARD DIRECTORY TO REFLECT ANY CHANGES. 14. VERIFY EXACT CIRCUIT NUMBER TO BE UTILIZED IN FIELD. CONTRACTOR SHALL PROVIDE ACTUAL CIRCUITING AS PART OF "AS BUILT" VERIFY EXACT CIRCUIT NUMBER TO BE UTILIZED IN FIELD. CONTRACTOR SHALL PROVIDE ACTUAL CIRCUITING AS PART OF "AS BUILT" DRAWINGS.  PROVIDE UPDATED PANELBOARD SCHEDULES IN PANELS AFFECTED BY THIS PROJECT. 15. ROOM NAMES AND NUMBERS ARE SHOWN ON THE DRAWINGS FOR REFERENCES ONLY. CONTRACTOR SHALL FIELD VERIFY AND OBTAIN EXACT ROOM NAMES AND NUMBERS ARE SHOWN ON THE DRAWINGS FOR REFERENCES ONLY. CONTRACTOR SHALL FIELD VERIFY AND OBTAIN EXACT ROOM NAMES AND NUMBERS TO BE UTILIZED FOR PROGRAMMING AND ALL CLOSEOUT DOCUMENTS. 16. EACH INITIATING DEVICE SHALL BE PROVIDED WITH A VISIBLE LABEL TO INCLUDE THE DEVICE ADDRESS NUMBER. EACH INITIATING DEVICE SHALL BE PROVIDED WITH A VISIBLE LABEL TO INCLUDE THE DEVICE ADDRESS NUMBER. 17. ADJUST LOCATION OF SMOKE/HEAT DETECTORS A MINIMUM OF 3 FEET AWAY FROM HVAC DIFFUSERS. ADJUST LOCATION OF SMOKE/HEAT DETECTORS A MINIMUM OF 3 FEET AWAY FROM HVAC DIFFUSERS. 18. CONTRACTOR SHALL PROVIDE ALL REQUIRED COMPONENT FOR AN OPERABLE FIRE ALARM SYSTEM, INCLUDING BUT NOT LIMITED TO NAC CONTRACTOR SHALL PROVIDE ALL REQUIRED COMPONENT FOR AN OPERABLE FIRE ALARM SYSTEM, INCLUDING BUT NOT LIMITED TO NAC PANELS, AMPLIFIERS, BATTERY CABINETS, ETC. 19. PROVIDE NEW PROGRAMMABLE RELAYS TO ACTUATE EXISTING DOOR HOLD OPEN DEVICES. FIELD VERIFY VOLTAGE REQUIREMENTS FOR EACH PROVIDE NEW PROGRAMMABLE RELAYS TO ACTUATE EXISTING DOOR HOLD OPEN DEVICES. FIELD VERIFY VOLTAGE REQUIREMENTS FOR EACH EXISTING HOLD OPEN DEVICE TO BE REPLACED AND PROVIDE RELAY WITH APPROPRIATE VOLTAGE CHARACTERISTICS. 20. CONTRACTOR SHALL PREPARE A SET OF ENGINEERED SHOP DRAWINGS TO SUBMIT FOR REVIEW AND APPROVAL BY THE LOCAL FIRE CONTRACTOR SHALL PREPARE A SET OF ENGINEERED SHOP DRAWINGS TO SUBMIT FOR REVIEW AND APPROVAL BY THE LOCAL FIRE DEPARTMENT. CONTRACTOR SHALL PROVIDE ALL PLANS, CALCULATIONS, PRODUCT DATA AND ALL OTHER SUPPORTING DOCUMENTATION REQUIRED FOR ALL WORK ASSOCIATED WITH THE FIRE ALARM SYSTEM. 21. ALL FIRE ALARM CONDUCTORS SHALL BE NEW UNLESS OTHERWISE NOTED. ALL FIRE ALARM CONDUCTORS SHALL BE NEW UNLESS OTHERWISE NOTED. 22. ALL EXPOSED CONDUIT SHALL BE PAINTED TO MATCH SURROUNDING FINISHES. ALL EXPOSED CONDUIT SHALL BE PAINTED TO MATCH SURROUNDING FINISHES. 23. CARBON MONOXIDE DETECTION SYSTEMS OR CARBON MONOXIDE DETECTORS INSTALLED TO ACHIEVE COMPLIANCE WITH THE SCHOOL CODE AND CARBON MONOXIDE DETECTION SYSTEMS OR CARBON MONOXIDE DETECTORS INSTALLED TO ACHIEVE COMPLIANCE WITH THE SCHOOL CODE AND THIS PART SHALL BE MONITORED BY THE BUILDING FIRE ALARM SYSTEM AND PERMANENTLY POWERED BY THE BUILDING'S ELECTRICAL SYSTEM.  24. CARBON MONOXIDE DETECTION SYSTEMS AND ITS COMPONENTS SHALL BE LISTED BY UL FOR THE PURPOSE FOR WHICH IT IS USED AND MUST CARBON MONOXIDE DETECTION SYSTEMS AND ITS COMPONENTS SHALL BE LISTED BY UL FOR THE PURPOSE FOR WHICH IT IS USED AND MUST BE CROSS-LISTED BY UL WITH THE PANEL TO WHICH IT IS CONNECTED. CARBON MONOXIDE DETECTORS SHALL BE LISTED IN ACCORDANCE WITH UL 2075. COMBINED CARBON MONOXIDE AND SMOKE DETECTORS INSTALLED IN CARBON MONOXIDE DETECTION SYSTEMS SHALL BE LISTED IN ACCORDANCE WITH UL 2075 AND UL 268. 25. CARBON MONOXIDE DETECTION SYSTEM OR CARBON MONOXIDE DETECTOR COMPONENTS SHALL BE INSTALLED AND MAINTAINED IN ACCORDANCE CARBON MONOXIDE DETECTION SYSTEM OR CARBON MONOXIDE DETECTOR COMPONENTS SHALL BE INSTALLED AND MAINTAINED IN ACCORDANCE WITH THE MANUFACTURER'S PUBLISHED INSTRUCTIONS AND NFPA 720. 26. ALL CARBON MONOXIDE DETECTION SYSTEMS AND CARBON MONOXIDE DETECTORS SHALL HAVE AN AUDIBLE ALARM SIGNAL THAT IS ALL CARBON MONOXIDE DETECTION SYSTEMS AND CARBON MONOXIDE DETECTORS SHALL HAVE AN AUDIBLE ALARM SIGNAL THAT IS DISTINCTIVE FROM OTHER ALARM SIGNALS AND IS A FOUR PULSE TEMPORAL PATTERN AS PRESCRIBED IN NFPA 720. 27. CARBON MONOXIDE DETECTION SYSTEMS OR CARBON MONOXIDE DETECTORS SHALL HAVE OCCUPANT NOTIFICATION THROUGHOUT THE BUILDING, CARBON MONOXIDE DETECTION SYSTEMS OR CARBON MONOXIDE DETECTORS SHALL HAVE OCCUPANT NOTIFICATION THROUGHOUT THE BUILDING, EXCEPT WHERE THE SIGNAL IS TRANSMITTED TO A CONSTANTLY ATTENDED LOCATION ON-PREMISE OR OFF-PREMISE WHERE RESPONSE ACTION CAN BE TAKEN. THE OCCUPANT NOTIFICATION ZONE MAY BE LIMITED TO THE AREA WHERE THE CARBON MONOXIDE ALARM SIGNAL WAS INITIATED. SIGNALS FROM CARBON MONOXIDE DETECTION SYSTEMS AND CARBON MONOXIDE DETECTORS TRANSMITTED TO A FIRE ALARM SYSTEM SHALL NOT TRANSMIT A FIRE ALARM SIGNAL. DETECTORS SHALL INITIATE A ALERT AT THE MAIN FIRE ALARM CONTROL PANEL AND FIRE ALARM ANNUNCIATOR PANEL.
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1. OWNER SHALL PROVIDE ALL PERMIT FEES, COORDINATE WITH OWNER TO ARRANGE PAYMENT OF PERMIT FEES. OWNER SHALL PROVIDE ALL PERMIT FEES, COORDINATE WITH OWNER TO ARRANGE PAYMENT OF PERMIT FEES. 2. CONTRACTOR SHALL SUBMIT PLANS AND CALCULATIONS TO THE LOCAL AUTHORITY HAVING JURISDICTION FOR REVIEW AND APPROVAL. CONTRACTOR SHALL SUBMIT PLANS AND CALCULATIONS TO THE LOCAL AUTHORITY HAVING JURISDICTION FOR REVIEW AND APPROVAL. 3. WORK SHALL COMPLY WITH NFPA 72, NFPA 70, THE INTERNATIONAL BUILDING CODE 2018 AND ALL AMENDMENTS ADOPTED BY THE VILLAGE OF WORK SHALL COMPLY WITH NFPA 72, NFPA 70, THE INTERNATIONAL BUILDING CODE 2018 AND ALL AMENDMENTS ADOPTED BY THE VILLAGE OF ROLLING MEADOWS. 4. WORK SHOWN ON DRAWINGS SHALL BE CONSIDERED NEW AND IN CONTRACT UNLESS SPECIFICALLY INDICATED OTHERWISE. WORK SHOWN ON DRAWINGS SHALL BE CONSIDERED NEW AND IN CONTRACT UNLESS SPECIFICALLY INDICATED OTHERWISE. 5. DRAWINGS ARE GENERALLY DIAGRAMMATIC. ROUTING OF CONDUITS, RACEWAYS, ETC., AS SHOWN ON DRAWINGS, DOES NOT INTEND TO SHOW DRAWINGS ARE GENERALLY DIAGRAMMATIC. ROUTING OF CONDUITS, RACEWAYS, ETC., AS SHOWN ON DRAWINGS, DOES NOT INTEND TO SHOW EVERY RISE, DROP, OFFSET, FITTING NOR EVERY STRUCTURAL ELEMENT THAT MAY BE ENCOUNTERED DURING THE INSTALLATION OF THIS WORK. EACH CONTRACTOR SHALL MAKE ANY REQUIRED CHANGES FROM THE GENERAL ROUTING SHOWN ON THESE DRAWINGS, SUCH AS OFFSETS, BENDS OR CHANGES IN ELEVATION DUE TO COORDINATION WITH THE WORK OF OTHER TRADES AND BUILDING CONSTRUCTION. ALL CHANGES SHALL BE MADE WITHOUT ADDITIONAL COST TO THE OWNER OR DELAY IN COMPLETION DATE OF THE PROJECT. 6. IT IS INTENDED THAT EQUIPMENT SHALL BE LOCATED SYMMETRICALLY WITH THE ARCHITECTURAL ELEMENTS OF THE BUILDING, IT IS INTENDED THAT EQUIPMENT SHALL BE LOCATED SYMMETRICALLY WITH THE ARCHITECTURAL ELEMENTS OF THE BUILDING, NOTWITHSTANDING THE FACT THAT LOCATIONS INDICATED BY THESE DRAWINGS MAY BE DISTORTED FOR CLEARNESS OF PRESENTATION. 7. CONTRACTOR SHALL PROVIDE SLEEVES IN BEAMS, FLOORS, COLUMNS AND WALLS AS REQUIRED BY JOB SITE CONDITIONS, AND/OR AS SPECIFIED, CONTRACTOR SHALL PROVIDE SLEEVES IN BEAMS, FLOORS, COLUMNS AND WALLS AS REQUIRED BY JOB SITE CONDITIONS, AND/OR AS SPECIFIED, WHEN INSTALLING THEIR WORK. ALL BEAMS AND COLUMNS WHICH ARE REQUIRED TO BE SLEEVED SHALL BE CUT AND REINFORCED AS REQUIRED BY FIELD CONDITIONS AND LOCATIONS AND SIZES SHALL BE CHECKED AND APPROVED BY ARCHITECT BEFORE CONTRACTOR CUTS ANY STRUCTURAL BUILDING MEMBER. 8. CONTRACTOR SHALL INSTALL ALL AUXILIARY SUPPORTING STEEL AS REQUIRED FOR THE SUPPORTING OF THEIR CONDUIT, EQUIPMENT, ETC. ALL CONTRACTOR SHALL INSTALL ALL AUXILIARY SUPPORTING STEEL AS REQUIRED FOR THE SUPPORTING OF THEIR CONDUIT, EQUIPMENT, ETC. ALL SUPPORTING STEEL FOR ITEMS ABOVE A SUSPENDED CEILING SHALL BE FROM BUILDING STRUCTURAL MEMBERS ONLY. 9. UNLESS INDICATED OTHERWISE, THE ENGINEER MAKES NO REPRESENTATION AS TO WHETHER OR NOT ANY HAZARDOUS OR CONTAMINATED UNLESS INDICATED OTHERWISE, THE ENGINEER MAKES NO REPRESENTATION AS TO WHETHER OR NOT ANY HAZARDOUS OR CONTAMINATED MATERIALS (INCLUDING BUT NOT LIMITED TO ASBESTOS, PCB'S, CONTAMINATED SOILS, ETC.) ARE PRESENT WITHIN THE EXISTING BUILDING OR ON THE SITE. WORK SHOWN ON THE DRAWINGS AND/OR INDICATED IN THE SPECIFICATIONS SHALL NOT BE CONSTRUED TO CALL FOR CONTACT WITH ANY OF THESE MATERIALS. IF THESE MATERIALS ARE ENCOUNTERED OR SUSPECTED, THE CONTRACTOR SHALL NOT DISTURB THEM AND SHALL CONTACT THE ENGINEER IMMEDIATELY. 10. CONTRACTOR SHALL STORE ALL MATERIALS AND EQUIPMENT SHIPPED TO THE SITE IN A PROTECTED AREA. IF MATERIAL IS STORED OUTSIDE OF CONTRACTOR SHALL STORE ALL MATERIALS AND EQUIPMENT SHIPPED TO THE SITE IN A PROTECTED AREA. IF MATERIAL IS STORED OUTSIDE OF THE BUILDING, IT MUST BE STORED OFF THE GROUND A MINIMUM OF SIX INCHES (6") SET ON 6 X 6 PLANKS AND/OR WOOD PALLETS. ALL MATERIAL AND EQUIPMENT MUST BE COMPLETELY COVERED WITH WATERPROOF TARPS OR VISQUIN. ALL CONDUIT WILL HAVE THE ENDS CLOSED TO KEEP OUT DIRT AND OTHER DEBRIS. NO EQUIPMENT WILL BE ALLOWED TO BE STORED ON THE SITE UNLESS IT IS SITTING ON WOOD PLANKS AND COMPLETELY PROTECTED WITH WEATHERPROOF COVERS. 11. THE DRAWINGS, SCHEDULES AND SPECIFICATIONS HAVE BEEN PREPARED USING ONE MANUFACTURER FOR EACH PIECE OF EQUIPMENT AS THE THE DRAWINGS, SCHEDULES AND SPECIFICATIONS HAVE BEEN PREPARED USING ONE MANUFACTURER FOR EACH PIECE OF EQUIPMENT AS THE BASIS FOR DIMENSIONAL DESIGN. IF THE CONTRACTOR PURCHASES EQUIPMENT FROM A SPECIFIED ACCEPTABLE MANUFACTURER, BUT NOT THE SCHEDULED MANUFACTURER USED FOR THE BASE DESIGN, THE CONTRACTOR SHALL BE RESPONSIBLE FOR CHECKING ALL THE DIMENSIONS OF THE EQUIPMENT TO VERIFY THAT IT WILL FIT IN THE SPACE SHOWN ON THE DRAWINGS. MINOR DEVIATIONS IN DIMENSIONS WILL BE PERMITTED, PROVIDED THE RATINGS MEET THOSE SHOWN ON THE DRAWINGS AND EQUIPMENT WILL PHYSICALLY FIT INTO THE SPACE ALLOCATED WITH SUITABLE ACCESS AROUND EQUIPMENT FOR OPERATION AND MAINTENANCE OF THE EQUIPMENT. WHEN EQUIPMENT SUBMITTED FOR REVIEW DOES NOT MEET THE PHYSICAL SIZE OR ARRANGEMENT OF THAT SCHEDULED AND SPECIFIED, CONTRACTOR SHALL PAY FOR ALL ALTERATIONS REQUIRED TO ACCOMMODATE SUCH EQUIPMENT AT NO ADDITIONAL COST TO THE OWNER. CONTRACTOR WILL ALSO PAY ALL COSTS FOR ADDITIONAL WORK REQUIRED BY OTHER CONTRACTORS, OWNER, ARCHITECT OR ENGINEER TO MAKE CHANGES WHICH WOULD ALLOW THE EQUIPMENT TO FIT IN THE SPACE AND FUNCTION AS INTENDED. 12. CONTRACTOR SHALL BE RESPONSIBLE AND PAY FOR ALL CORING, CUTTING, PATCHING, REPAIRING, REFINISHING AND REMOVAL/REPLACEMENT OF CONTRACTOR SHALL BE RESPONSIBLE AND PAY FOR ALL CORING, CUTTING, PATCHING, REPAIRING, REFINISHING AND REMOVAL/REPLACEMENT OF NEW OR EXISTING BUILDING CONSTRUCTION REQUIRED TO ACCOMMODATE THE INSTALLATION OR REMOVAL OF THEIR WORK. REMOVE, STORE AND REINSTALL CEILING TILES AS REQUIRED TO INSTALL WORK ABOVE EXISTING CEILINGS WHICH REMAIN, REPLACE TILES AND TRACK BROKEN OR DAMAGED DURING CONSTRUCTION.  PATCH ANY DRYWALL CEILINGS OPENED OR DAMAGED DURING CONSTRUCTION. ALL PATCHING, REPAIRING AND REFINISHING WORK SHALL BE PERFORMED BY THOSE REGULARLY INVOLVED IN THAT TRADE AND SHALL MATCH THE ADJACENT CONSTRUCTION AS CLOSELY AS POSSIBLE. CARE SHALL BE TAKEN SO AS NOT TO DAMAGE ANY EXISTING BUILDING CONSTRUCTION OR ITEMS THAT ARE TO REMAIN. ANY EXISTING FINISHES THAT ARE DAMAGED DURING THE INSTALLATION OF NEW WORK OR REMOVAL OF EXISTING WORK SHALL BE REPAIRED, REPLACED AND PAID FOR BY THE INSTALLING CONTRACTOR, TO THE SATISFACTION OF THE ARCHITECT AND OWNER. IT IS THIS CONTRACTORS RESPONSIBILITY TO DOCUMENT ANY EXISTING DAMAGED CEILING TILES OR COMPONENTS PRIOR TO CONSTRUCTION AND/OR DEMOLITION. 13. WHERE EXISTING DEVICE IS REMOVED FROM WALL WITH NO NEW DEVICE GOING BACK AT SAME LOCATION, PROVIDE BLANK COVER PLATE AS WHERE EXISTING DEVICE IS REMOVED FROM WALL WITH NO NEW DEVICE GOING BACK AT SAME LOCATION, PROVIDE BLANK COVER PLATE AS REQUIRED AND PAINT. COVER PLATE SHALL BE OR PROPER SIZE AND FLUSH WITH WALL. 14. WHERE EXISTING DEVICE IS REMOVED FROM SUSPENDED CEILING WITH NO NEW DEVICE GOING BACK AT SAME LOCATION, CONTRACTOR SHALL WHERE EXISTING DEVICE IS REMOVED FROM SUSPENDED CEILING WITH NO NEW DEVICE GOING BACK AT SAME LOCATION, CONTRACTOR SHALL REPLACE WITH NEW CEILING TILE.
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CIRCUIT BREAKER PANELBOARD.
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DISTRIBUTION PANEL.

AutoCAD SHX Text
ELECTRICAL DEVICE MOUNTED ON SURFACE RACEWAY, WIREMOLD V700 UNLESS INDICATED OTHERWISE.
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SURFACE MOUNTED (EXPOSED) CONDUIT, BACKBOX FOR DEVICE AS SHOWN.
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CONDUIT WALL SLEEVES FOR ROUTING OF LOW VOLTAGE CABLING. EACH PENETRATION IS TO PROVIDE A MINIMUM OF (1) 1 1/4" CONDUIT (DATA), (1) 1" CONDUIT (FIRE ALARM/INTERCOM) U.N.O.
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CONDUIT ROUTED CONCEALED IN WALLS AND CEILING. HASH MARKS DENOTE QUANTITY OF #12 MINIMUM AWG CONDUCTORS OR AS NOTED.

AutoCAD SHX Text
CONDUIT ROUTED EXPOSED. INSTALL PARALLEL TO WALLS AND CEILINGS. HASH MARKS DENOTE QUANTITY OF #12 MINIMUM AWG CONDUCTORS OR AS NOTED.

AutoCAD SHX Text
CONDUIT ROUTED BELOW GRADE. HASH MARK DENOTES QUANTITY OF #12 MINIMUM AWG CONDUCTORS OR AS NOTED.
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DENOTES CONDUIT HOMERUN, 3/4" MINIMUM, PANEL DESTINATION AND CIRCUIT NUMBER(S) AS INDICATED.
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SHORT TICK MARK DENOTES LINE (HOT) OR SWITCH LEG CONDUCTOR, #12 MINIMUM AWG.
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LONG TICK MARK DENOTES NEUTRAL CONDUCTOR, #10 AWG MINIMUM.
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DENOTES INSULATED GROUND WIRE, #12 AWG MINIMUM.
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CONDUIT END CAP.
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1. EXISTING FIRE ALARM SYSTEM SHALL REMAIN IN SERVICE AND OPERABLE DURING INSTALLATION OF NEW FIRE ALARM SYSTEM. THE OCCUPIED EXISTING FIRE ALARM SYSTEM SHALL REMAIN IN SERVICE AND OPERABLE DURING INSTALLATION OF NEW FIRE ALARM SYSTEM. THE OCCUPIED AREA OF THE BUILDING SHALL NOT BE LEFT UNPROTECTED AT ANY TIME WITHOUT NOTIFYING THE OWNER OR LOCAL AUTHORITY HAVING JURISDICTION AND PROVIDING ADVANCE NOTICE. THE EXISTING FIRE ALARM SYSTEM SHALL NOT BE DISABLED OR REMOVED UNTIL THE NEW FIRE ALARM SYSTEM HAS BEEN COMPLETELY TESTED, CERTIFIED AND FULLY OPERATIONAL. PORTIONS OF EXISTING SYSTEM TO BE INTEGRATED INTO NEW SYSTEM SHALL BE PHASED SUCH THAT NO AREA IS LEFT UNPROTECTED. CONTRACTOR SHALL HIRE AN AUTHORIZED PERSONNEL TO WATCH/GUARD ANY UNPROTECTED AREAS OF THE BUILDING WHERE NECESSARY. 2. IT IS THE INTENT OF THE ELECTRICAL DEMOLITION DRAWING(S) TO INDICATE AREAS IN WHICH ELECTRICAL EQUIPMENT, CONDUIT, DEVICES, ETC. IT IS THE INTENT OF THE ELECTRICAL DEMOLITION DRAWING(S) TO INDICATE AREAS IN WHICH ELECTRICAL EQUIPMENT, CONDUIT, DEVICES, ETC. NEED TO BE REMOVED, RELOCATED OR MODIFIED BY THIS CONTRACTOR TO ALLOW FOR THE RENOVATION PHASE OF CONSTRUCTION. THE ELECTRICAL DEMOLITION PLAN IS FOR REFERENCE PURPOSES ONLY AND IT IS NOT INTENDED TO BE THE SOLE SOURCE OF EXISTING CONDITIONS. 3. EXISTING FIRE ALARM SYSTEM LOCATIONS SHOWN WERE OBTAINED FROM EXISTING DRAWINGS AND CURSORY FIELD OBSERVATION. ALL FIRE EXISTING FIRE ALARM SYSTEM LOCATIONS SHOWN WERE OBTAINED FROM EXISTING DRAWINGS AND CURSORY FIELD OBSERVATION. ALL FIRE ALARM DEVICES MAY NOT BE SHOWN. IT SHALL BE CONTRACTOR'S RESPONSIBILITY TO PROVIDE COMPLETE REMOVAL OF THE EXISTING SYSTEM. 4. REMOVE ALL UNUSED CABLES AND EMPTY CONDUITS BACK TO THE SOURCE. INACCESSIBLE CONDUITS MAY BE ABANDONED IN PLACE.  REMOVE ALL UNUSED CABLES AND EMPTY CONDUITS BACK TO THE SOURCE. INACCESSIBLE CONDUITS MAY BE ABANDONED IN PLACE.  5. ALL REMOVED EQUIPMENT SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE REMOVED FROM THE SITE. WHERE WORK ALL REMOVED EQUIPMENT SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE REMOVED FROM THE SITE. WHERE WORK INVOLVES THE REMOVAL OF CLOTH INSULATED CONDUCTORS, THEY SHALL BE PROPERLY HANDLED AND REMOVED FROM SITE BY APPROVED METHODS PER EPA REGULATIONS.
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(APPLICABLE TO ALL SHEETS.)
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(APPLICABLE TO ALL SHEETS.)
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(NOTE: NOT ALL SYMBOLS ARE USED ON THIS PROJECT.)
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FIRE ALARM SYSTEM HORN/STROBE NOTIFICATION DEVICE INSTALLED 80" A.F.F. - "WG" DENOTES WIRE GUARD.
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FIRE ALARM SYSTEM PULL STATION INSTALLED 48" A.F.F. ALL PULL STATIONS SHALL BE EQUIPPED WITH VANDAL SHIELD WITH ALARM. STI STOPPER II
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FIRE ALARM SYSTEM STROBE NOTIFICATION DEVICE INSTALLED 80" A.F.F. - "WG" DENOTES WIRE GUARD.
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(WG)
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(WG)
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HORSEPOWER
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FULL LOAD AMPS
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MINIMUM CIRCUIT AMPS
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ABOVE FINISH FLOOR
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